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SCHEDULE A: MINIMUM ZESCO REQUIREMENTS 
 

S/N TYPE CONDUCTOR 
CROSS SECTION 

AREAS (mm2) 

NUMBER 
AND 

MATERIALOF 
BOLT  

CLAMP BODY 
MATERIAL 

DIMENSIONS 

1.  Aluminium/Aluminium 

conductor connection 

100/100 2 X Galvanised 

mild steel bolts 

Aluminium As per Drawing 

No.E11389 shown 
below 

 Other dimensions 

2.  Drawings showing 

dimensions to be 
provided with bid 

Yes/No Yes 

3.  Previous type tests 
results/certificate to be 

provided with bid 

Yes/No Yes 

4.  Quality assurance 

certificate to be provided 
with bid 

Yes/No Yes 

5.  Applicable standard  IEC standards 
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                        FIG 1-Drawing showing dimensions for a universal GP clamp 
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SCHEDULE B: TO BE COMPLETED BY SUPPLER. 
  

S/N TYPE CONDUCTOR 

CROSS 
SECTION 

AREAS (mm2) 

NUMBER AND 

MATERIALOF 
BOLT  

CLAMP 

BODY 
MATERIAL 

DIMENSIONS 

1.       

 Other requirements 

2.  Drawings showing 
dimensions to be 

provided with bid 

Yes/No  

3.  Previous type tests 

results/certificate to be 
provided with bid 

Yes/No  

4.  Quality assurance 
certificate to be provided 

with bid 

Yes/No  

5.  Applicable standard   

 


